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SF-84000 
l 

4T X>l.W~ffil~lli*ft-;ffl, 
Electro-Hydraulic 2 Post Lift Floor Plate Type, Manual two sides lock release 

~IE 'Pi)GBF.l Details 

9~MR'f Dimension 

2830 2652.5 

. 
MAX=2li65 ;:!; 

M 
M 

~ Cl 6 
~ 0 

"' ~ "'ii" 

~ I ~ 

3380 

• =FiifJXlW2n. 
• W.JEIW!~ . L.ftBtEliifltlll~ . l'~~iLlit!lililBtEI 

iiflmlll. 
• =:P•*mH~•,n:A~mimmlft . j!!g~~fn 
;~~.¢.l . ~Afj!!$rBfltrd$4¥1i. 

• ;ffimiff~;m~ . 11p~;rn~~~ , mlil%tl! 
f~. 

• T~l&$flll.JW~'FT:Jt;J;/l~~ , ligMit!Jf*1P$fl 
rBmf9J. 

• ~ll15Mf'F7;JCE1'ii'vi!lic~. 

• Manual lock release from two sides. 
• Automatic arm restraints, lifting arm automatically engages 

when lilt is raised and disengaged when lift lowered to the 
ground. 

• 2-stage Screw-up pads suitable for low chassis vehicle as 
well as. 

• Parachute valve that equipped in hydraulic joint ensures 
safety in case of oil hose broken. 

• Door opening protection rubber as standard. 
• Foot guard as CE standard. 

CD 24Vfffrmi!iLl~U.it 
24V low voltage control system 

fri'\ 1.JD5ME~€l'/$il~Wm 
~ Strengthen carriage /Door q:enUig proteclioo rubber 

10\ J};JIDt;83~f*1P~ 
\:2J Built-in pipeline protection cover 

@ $flf*1PtW 
Door opening protection rubber 

=:P•*m:cm @ 2-stage screw-up pads 

@ ..... •;t;;•;;i 
TJ/JILJtliJ 

Parachute valve 

~**ll Technical Data 

**mil Lifting capacity 4000kg 

:Si'~~J.ft Mount width 3380mm 

:S:Z:tt~IJ[ Height of post 2824mm 

¥ft~M Lifting height 1800mm 

:S:Z:ttfSJ~e Width between post 2830mm 

~flt~lft Min. height 100mm 

L.ftBtfSJ Lifting time <50s 

l'~BtfSJ Lowering time <40s 

Et!fnrJ.J* Motor power 2.2kw 

El!lli Power supply 220v/380v 

• ~~W! . R~mol'~~~~!J)!ja~f'F • 
• ~EIW!t;5t~ , L.ftBtEliiflW!~ . l'~ULlit!lililBtEI 

iiflmlll. 
• .=:Pijl.DJE*m:cm<,n:Jm'~Jmmlft . j!!g~~fn 
;~~.~ . ~Afj!!$rBfltrd$4¥1i. 

• ;ffimiff~;m~ , 11p~;rn~~g~ , mlil%tl! 
f~. 

• TW$flll.JW~'FT:lffvi~~ . ligMtBf*1P$il 
rBmf9J. 

• ~llmP'fflf'FT:lCEtii'~~~. 

• t~ll15Mf'F7;JCE1'ii'vi~~. 

• Automatic lock release, just press Up and Down button to 
operate the lilt. 

• Automatic arm restraints, lifting arm automatically engages 
when lift is raised, and disengaged when lift lowered to 
the ground. 

• 3-stage Screw-up pads suitable for low chassis vehicle 
and makes easy and quick service. 

• Parachute valve that equipped in hydraulic joint ensures 
safety in case of oil hose broken. 

• Door opening protection rubber as standard. 
• Chain protection curtain as CE standard. 
• Foot guard as CE standard. 

~'Pi)G Bft.l Details 

9~MR'f Dimension 

3380 .a 

SF-B4000ES 
4T X>l.W)(ffiI~lli*ft-;fJL/El3~~W1 

Electro-Hydraulic 2 Post Lift Floor Plate Type, Automatic Lock Release 

fri'-. tJosMJ;~€l'/$fl~Wm 
~ Strengthen carriage /Door opening protectioo rubber 

10\ .=:PG*fl-W.4!'. 
\:2J 3-stage screw-up lifting pad 

@ $flf*1Pm.tiillmPU 
Door protection pad & chain guard 

® ~J.ft~~f:l17f* 
Height limited switch 

@ 
..... ·;t;; •;;i 
TJ/JILJtliJ 

Parachute valve 

~**ll Technical Data 

¥ft-mil Lifting capacity 4000kg 

¥ft~JJ! Lifting height 1880mm 

:lz:tt~M Height of post 2824mm 

:S:Z:ttfSJ~e Width between post 2830mm 

:Si'~mM Mount width 3380mm 

~flt~JJ! Min. height 100mm 

L.ftBtfSJ Lifting time <50s 

l'~BtfSJ Lowering time <40s 

El!tJL!JJ* Motor power 2.2kw 

El!lli Power supply 220v/380v 



SF-84KMS 
l 

4 T X)(ID>(ffiI~ffi¥ft-tJ1/ ~ill~W1 
Electro-Hydraulic 2 Post Lift Floor Plate Type, Manual Single Side Lock Release 

~IHT.ii)GBJ3 Details 

9~MR'f Dimension 

2830 2632.4 

• ~~tll! ' ~f'J=]l!:T:J/1!1j~. 
• ~EIWL~ , ...tft-B'.tElz.IJtll!~ , l'~ULl±t!lrnil!;JEI 

~tll!. 

• .=:pn~mtHtl:o.JlJ.!@:t~in.lm.il!' . ]l!g$}j~fn 
;~~.~ ' i§Af:il!$B9fru-d.$m. 

• ;itJf!illilij~)Jit~ , !iPfiM~~g~ , t£ij~ 

f*~· 
• ~W$flllJ'it~'F:T:Jtii'Jtt~m , ~sd1±t!lf~P$fl 

B9mf9.J. 

• ~llJ'5Mf'F:t:icEtii'Jtt~m. 

• Manual lock release from single side. 
• Automatic arm restraints, lifting arm automatically engages 

when lift is raised, and disengaged when lift lowered to 
the ground. 

• 3-stage Screw-up pads suitable for low chassis vehicle 
and makes easy and quick service. 

• Parachute valve that equipped in hydraulic joint ensures 
safety in case of oil hose broken. 

• Door opening protection rubber as standard. 
• Foot guard as CE standard. 

CD 24Vfltffi~~rnurc 
24V low voltage control system 

10\ 1.JDsH;fti:J-/$flll1.itlt~ 
\£:J Slref9then caniage Jlloor opening protection rubber 

fr)\ :il!~B9f*~filllL~ 
\8J More reasonable safety lock structure 

.:::.:PD*fl-~ @ 3-stage screw-up pads 

...._,'tAAJ 
@ ~~~chute valve 

@ $fl1~P~ , tli~llJ51PH 
Door protection pad & chain guard 

:IX**ft Technical Data 

**mil Lilting capacity 4000kg 

¥1tf<\'i!Ji Lilting height 1880mm 

~fli i'<\'llJr Min. height 105mm 

L.7tl!;Jf8] Lilting time <50s 

eg;tJl,l/J~ Motor power 2.2kw 

'ti:!!&M!Ji Mount width 3380mm 

:l.z:tti'<\'JIJr Height of post 2824mm 

:l.z:tt fSJ~e: Width between post 2830mm 

r:~~l!;jfSJ Lowering time <40s 

Eg.ffi Power supply 220v/380v 

• ~~tll!, .RH...tmor:~~~~Uf'F • 
• ~Elill!~ , ...tft-l!;JElz.IJtll!~ , 1'~~¥Ll±t!lrnil!;JEI 

~tll!. 

• .:::.:PD*fl-1Htl:o.Jl'.J.!@:t,.'w.Jm.il!' . ]l!g$}j~fn 
;~~.~ ' i§Af:il!$B9fru-d.$m. 

• ;~~*"~' fip~;ltl~~~ ' t£ij~llJ 
f~. 

• ~W$flllJ'it~'F:t:i:tifJtt~m . figfil1B9f~P$fl 
B9mf9.J. 

• tli~ilJ51P*i'F:T:lCEtii'Vtt~i!i. 

• ~llJ'jffM!lf'J=:T:JCE~ifJtt~i!i. 

• Automatic lock release, just press Up and Down button to 
operate the lift. 

• Automatic arm restraints, lifting arm automatically engages 
when lift is raised, and disengaged when lift lowered to 
the ground. 

• 3-stage Screw-up pads suitable for low chassis vehicle 
and makes easy and quick service. 

• Parachute valve that equipped in hydraulic joint ensures 
safety in case of oil hose broken. 

• Door opening protection rubber as standard. 
• Chain protection curtain as CE standard. 
• Foot guard as CE standard. 

~T.Ji)GBJ3 Details 

9~MR'f Dimension 

3300 215 

3980 

SF-85500ES 
5.5T x)(:ffX)(ffiI¥ft-tJ1/~iV:J~W1 

Electro-Hydraulic 2 Post Lift Floor Plate Type, Automatic Lock Release 

10\ $flf~p~llJ51PU 
\£:J Door protection pad & chain guard 

10\ 1.JDsH;fti:l'~mfll! 
\8J Strengthen carnage inner arm lock 

{;I\ =~llJ'jffMP 
~ 3-stage telescopic arm foot protection 

.:::.:PD*fl-1-t~ @ 3-stage screw-up lifting pad 

@ ~!l!'~!.i!f** 
Height limited switch 

:IX**ft Technical Data 

**mil I Lilting capacity 5500kg 

¥7t~JJr Lilting height 1880mm 

~ffi~]Jr Min. height 100mm 

L.7tl!;Jf8] Lilting time 55s 

l'~~l!;jfSJ Lowering time 50s 

Egffl,l/J~ Motor power 3kw 

Eg.ffi Power supply '!Ni!IDI 1f3p'Bse 



SF-C4000 
4 T X>ittltflit~ff¥fHfL/-¥~XS(illfftH!±! 
Electro-Hydraulic 2 Post Lift Clear Floor Type, Manual Two Sides Lock Release 

~IET-ii5GBf.l Details 

9~%R'f Dimension 

?Vin 

"' ~ ~ ~ 
~i MAX 2565 

"' "' ,__ 
~ ~ • - "' ~ " ~ "' :::; ...... _....., 

r 3'80 ~i 

• =J-~~. 
• w.mWL~ ' ...t.Tta1El~~lll'.J51 ' l'~UU±t!lima1EI 

~mlll. 

• ='PD*fl-1Wl:PJU~¥~;mm1Jt , ]!!%1t~~ili: 
;~~.~' @Af]!!$~ilfrd~. 

• ;93~~;f,t~, !lP~i83~~~~, tBli~lil 
iW:~. 

• +~$.illlEF~'Ft:itifJHcm . ff'r;fil~iW:tf'.$il 
~mi~. 

• i\1iilJt~&irzH*WMt!lllti.Lt.$JM9\:t.f. 
e ~ll.fiJlllli'Ff:JCEt.ifvil!G]!i. 

• Manual two sides lock release. 
• Automatic arm restraints, lifting arm automatically engages 

when lift is raised, and disengaged when lift. lowered to 
the ground. 

• 2-stage screw-up pads suitable for low chassis vehicle 
and makes easy and quick service. 

• Parachute valve equipped in hydraulic joint ensures safety 
in case of oil hose broken. 

• Door opening protection rubber as standard. 
• Top limit switch on overhead bar prevent damaging 

vehicle roof. 
• Foot guard as CE standard. 

CD =J-~XlOtJMW!, l'ID:l:mlll®~ 
ManuaJ two sides kx:k release,urxle!IWJg release cable 

cg) $.iliW:tf't~ 
Door Opening Protection Rubber 

® P;JID\;jffi~iW:tf'~ 
Built-in pipeline protection cover 

@ 24Vi\1ii1Jt~&i~ 
24V top limit switch 

® =:P•**~ 2-stage Screw-up pads 

® :p;~ Parachute valve 

~**Ill Technical Data 

*fl-mil: Lifting capacity 4000kg 

*ft~)Jt Lifting height 1800mm 

~ilti\1ii}J[ Min. height 100mm 

L.ftll1f8J Lifting time <50s 

Egj:JLlJJ¥ Motor power 2.2kw 

3i~m)J[ Mount width 3380mm 

~ttf.§JJJt Height of post 3724mm 

~ttfBJ~e Width between post 2830mm 

l'~~B;jf§] Lowering time <40s 

Egff Power supply 22()./Q40//3roi/415v 

• ~~W! ' imf'F:!!:!T:lmii~ • 
• :tt;•EIW!~~ , ...tJta1El~W!'.J51 , l'~~~U±t!lima1EI~ 

mW!. 
• =:i~J~ME*ft'lt;~PJJ..'.1-~t'~;m:pi\§ij!Jt , ]!!%1t~~ili:i~ 
$.~J~' @Af]!!$~ilfrd~. 

• iffill*'i~!!&f'roiJit~ , !lP~i83~~~1:1~ , tB~~liliW: 
~. 

• t~.IB.'$.illl.fiti~i'Ft:Jtaifil!G]![ , li~W~~±t!li*l'f'.$il~ 
I93i~. 

• i\1ii1Jt~&ili:ff*W'.XJ(!t!lll.fi.Lt.$JM9\:t.f. 

• ~ll.fiJlllli'Ff:JCEtiTVf!l!G]![. 

• Manual lock release from single side, more convenient for 
operation. 

• Automatic arm restraints, lifting arm automatically engages 
when lift is raised, and disengaged when lift lowered to the 
ground. 

• 3-stage Screw-up pads suitable for low chassis vehicle and 
makes easy and quick service. 

• Parachute valve that equipped in hydraulic joint ensures 
safety in case of oil hose broken. 

• Door opening protection rubber as standard. 
• Top limits switch on overhead bar prevent damaging 

vehicle roof. 
• Foot guard as CE standard. 

~T-ii5G Bf.l Details 

CD 

9Hf~R'f Dimension 

I 
I 

2830 I 

I . I 
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I 3370 I , 'I 

2632.4 

SF-C4000MS 
4T X>ittltflit~ff¥fHfL/~ill~t!±! 

Electro-Hydraulic 2 Post Lift Clear Floor Plate Type, 
Manual Single Side Lock Release 

/'.1'\ =J-~~~W! 
\..!..) Manual lock release from single side 

ff')\ i\§ijJJt~&ili:H* 
\CJ Top limit switch 

10\ ]!!iSil~iW:~filllL~ 
~ More reasonable safety lock structure 

=::PD*fl-1f;~ @ 3-stage screw-up pads 

® ..... 'Zi;'"1 
T-J/11t.lf:liJ 
Parachute valve 

~*#Ill Technical Data 

*fl-mil: Lifting capacity 4000kg 

¥ft~)Jt Lifting height 1880mm 

iltti\1ii1Jt Height of post 3724mm 

ilttfBJ~e Width between post 2830mm 

3t'~m1Jt Mount width 3380mm 

~ilti\1ii1Jt Min. height 105mm 

_tftB;jfSJ Lifting time <50s 

l'~B1f§] Lowering time <40s 

egj:JLIJJ¥ Motor power 2.2kw 

Egff Power supply 220v~41N~ '415v 

~:-===================================================================r-=================================================================~ 



SF-C40DOES 
4T X)(ttftflit~ff¥fHJL/~iJ.l~t.ltl 
Electro-Hydraulic 2 Post Lift Clear Floor Type, Automatic Lock Release 

~IH'Pi5GBJ3 Details 

9~MR'f Dimension 

28 0 

36 

• Egiit.Jfmtlll, .R~f3i'...tftrF~ft3i'IB*~mli*f'F. 
• :tU~§HJJl!Et~, ...tft-B1Eliit.J~~, r:~f~Uit!lrnill1 

Eliit.Jfmtlll. 
· =~~~*ftffim~~~~~~~~.~g~~ 

fli:i~$3ZJ~,9., l§g:Y~$~1a;m;&$m. 

• ;rnniliffi3!::~:f'f~;m~ , !!P~irn~~?.*.•~ , mim 
®i*~~. 

• t~JB<:$fl1t1Jtimf'Fl9tiii1t~m, ti~f'f~it!li*r.P$ 
fl~wH9J. 

• ~~~~ili:H*f'f~it!ll\Ql.t$JJl!t!iltf\. 

• ;rnnm~f*r.P~f'f~'il:it!lf*r.Pirnffil , ~mi*i9:~9t-xm 
m;a. 

• ffi1fll;QffD!IJf'F79CEtiii/l~ii. 

• Automatic lock release, only press UP/DOWN button for 
operation. 

• Automatic arm restraints, lifting arm automatically engages when 
lift is raised, and disengaged when lift lowered to the ground. 

• 3-stage screw-up pads suitable for low chassis vehicle and 
makes easy and quick service. 

• Parachute valve equipped in hydraulic joint ensures safety in case 
of oil hose broken. 

• Door opening protection rubber as standard. 
• Top limit switch on overhead bar prevent damaging vehicle roof. 
• Chain guard protects the cylinder and makes lift in good 

appearance. 
• Foot guard as CE standard. 

CD ji§ij~~~illff* 
Top limit switch 

10\ 24Vi~~J~UJ't(~) 
\£:J 24V low voltage ronlrol syste(Autooialic kx:k re~ase) 

® ~;m,~ Parachute valve 

@ $fli*f.PHl\Qt.PH 
Door protection pad & chain guard 

:IX:ilt*ft Technical Data 

$ft~JI: Lifting capacity 4000kg 

¥fti'<\'J~ Lifting height 1880mm 

~ilii'<\'JIJr Min. height 100mm 

...tftll1f8J Lifting time <50s 

eg;tJl,l/.J~ Motor power 2.2kw 

'ti:!!&m~ Mount width 3380mm 

:l.z:tti'<\'JIJr Height of post 3724mm 

:l.z:ttfSJ~e: Width between post 2830mm 

r:~~B1f8J Lowering time <40s 

Eg.ffi Power supply 22&11140v®i415v 

• ~JllM~ , Hf'F~79~~. 
• W.JEiWL~~ , ...tft-B1Eliit.J~~ , r:~UUit!lrniB1El 

iit.Jfmlll. 
• =~WIE*ftffim~U.HJ'L.'WJM~ , ~g~~fli: 
j~~~,9, ' i§Af~$~ff£rd~. 

• tiii~2+3~. 
• i8lffiIYiffi~iliE~ , !!P~i83~~?.*.m~ , tB~~I§ 

f**· • tW$fll!JJF"mmf'F79tffvl~ii , ~Wld(J:t!li*f.P$fl 
~J!jlf9J. 

• ji§ij~~~ill7f*W~l.t$Til!mtf\. 
e l£1fll;QffD!llf'F79CEt.ifvl~ii. 

• Manual lock release from single side, more convenient for 
operation. 

• Automatic arm restraints, lifting arm automatically engages when 
lift is raised, and disengaged when lift lowered to the ground. 

• 3-stage Screw-up pads suitable for low chassis vehicle and 
makes easy and quick service. 

• 2+3 stage arm as standard. 
• Parachute valve that equipped in hydraulic joint ensures safety in 

case of oil hose broken. 
• Door opening protection rubber as standard. 
• Top limits switch on overhead bar prevent damaging vehicle roof. 
• Foot guard as CE standard. 

~'Pi)G BJ3 Details 

9~MR'f Dimension 
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I 
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I' 3370 I I 'I 

SF-C4600MS 
4.5T X)(:fllflit~ffi¥fHJL/~ill~t.ltl 

Electro-Hydraulic 2 Post Lift Clear Floor Plate Type, 
Manual Single Side Lock Release 

CD ~iiJJ~JllM~ Manual lock release from single side 

tr)\ ji§ij~~~illff* 
\£:J Top limit switch 

10\ ~g!l~f*~filll.L~ 
\:2J More reasonable safety lock structure 

=~ij!.DIE*m:cm @ 3-stage screw-up pads 

@ -+-<-'Z. ""1 
TJ/JltlfJiJ 

Parachute valve 

:IX:ilt*ft Technical Data 

**~- Lifting capacity 4500kg 

¥fti'<\'JM Lifting height 1880mm 

:l.z:tt~~ Height of post 3724mm 

:l.z:ttfSJ~e: Width between post 2830mm 

~~m~ Mount width 3380mm 

!iflii'<\'i~ Min. height 105mm 

...tft-B1f8J Lifting time <50s 

1'~111f8J Lowering time <40s 

eg:tJLl/.J~ Motor power 3kw 

Eg.ffi Power supply 22M41Nl3W415v 



SF-C&OOOES 
6T X)(ID)(ffiI*ftfJL/~~m~!jj 
Electro-Hydraulic 2 Post Lift Clear Floor Type, Automatic Lock Release 

~IH'Pi5GBJ3 Details 

9~MR'f Dimension 

I 

I 
33bO 

I 
' 

1- I 
-

1G "' ' 
.... .... .__ 

I 

.... .... 

1 I 

"' ~MAX=b042 
M 

}, ~ = = 

~I 
= 

-- ~ 

~ ZJ 398d ,1f.Q.j 

.,., 
;:: 
N 

• E§ij)Jmi! , R9...tffilrF~~M~HI*~lJllf'~i'I=. 
• ~§IWL~ , ...tft-81§1~W!~ , """HUUJ:t!@ill'.t§I 

~-. 
• =::P-@-filE¥;ft-rcmi:iJl'..l.~+'bJ~~m' , ~g~~1rz 
)~~I~, @Af~~(Bjffrd~. 

• iEIJ!illilij~iJit.~, !l.P~iEll~~~, tB~~fil 
i~. 

• f~$illlJJt"'m.mi'l=l:lf.ifvft~ , till~~rBi~.P$il 
fBW!i~. 

• fli~l\JJt.Pi'ffl'J=l:JCEf.ifvftl!Gii, 

e ~ll.J]Jllllj'J=l:JCEt.ifvftl!Gii, 

• Automatic Jock release, just press Up and Down button to 
operate the lift. 

• Automatic arm restraints, lifting arm automatically engages 
when lift is raised, and disengaged when lift lowered to 
the ground. 

• 3-stage Screw-up pads suitable for low chassis vehicle 
and makes easy and quick service. 

• Parachute valve that equipped in hydraulic joint ensures 
safety in case of oil hose broken. 

• Door opening protection rubber as standard. 
• Chain protection curtain as CE standard. 
• Foot guard as CE standard. 

CD 24ViW-mitlJ~;]t(~illl) 24V low voltage rontrol syste{Aut001atic lock re~se) 

10\ $fli~.PHl\1Jt.PU 
\£:J Door protection pad & chain guard 

10\ :t.ms~iiii'BP;JiiW! 
\8J Strengthen carriage inner arm lock 

f4\ =:'i~lc-.ffi'll.JJM 
~ 3-stage telescopic arm foot protection 

=::P-@-filE¥;ft-ffim 
@ 3-stage screw-up lifting pad 

@ ~m'~~im'f* 
Height limited switch 

:IX:ilt*ft Technical Data 

¥;ft mil: Lifting capacity 6000kg 

¥fti'<\'11Ji Lifting height 1880mm 

~f!ii'<\'i!Ji Min. height 100mm 

...tftll'.tfBJ Lifting time <55s 

eg;tJl,l/.J~ Motor power 3kw 

'ti:!!&mJJt Mount width 3980mm 

:l.z:ttf<\'J,lj'[ Height of post 4446mm 

rzttfBJ~e: Width between post 3300mm 

r:~~ll'.tfBJ Lowering time <50s 

Eg.ffi Power supply 220v/380v 11.lphase 

• -'F~i\lllllmlll, 

• ~~~i~t ' ~i'l=~l:Jmi~. 
• rzttfBJ:tGM , ~+'i..'iFo.l:P-. 
• ~;IJ~~t@-$...t, 
• ~lU~m'85MM , @"8-~~i!frd$~. 
• ¥;ft-~!Ji1505MM , ,@~2124MM, 

• Manual two sides Jock release. 
• Easy operation with movable column. 
• No base plate between columns, width to be easily 

adjustable. 
• Mobile trolley for power unit. 
• Lowest lifting height at 85mm for more low chassis 

vehicles. 
• Lifting height 1505mm, overall height 2040mm. 

~'Pi)GBJ3 Details 

9~MR'f Dimension 

2400-3400 

.,., 
= .,., 
.,., ..... .... 

.,., 

.;, 
00 

SF-BM3000 
~~i\;X)(fl*ftfJL 

Two Post Mobile Lift 

CD 1JD5~iiii'B/$fli~.Pf~ Strengthen carriage/door opening protection rubber 

tr)\ ~~ 
\£:J Balance valve 

fr)\ ~;IJ~~~ti$ 
\8J Mobile trolley for power unit 

IA'\ ~~$ti.El 
~ Mobile wheel kit 

:IX:ilt*ft Technical Data 

*fl-mil: Lifting capacity 

¥ft~Jj'[ Lifting height 

~ffi~Jj'[ Min. height 

...tftll'.tfBJ Lifting time 

Egffl,l/.J~ Motor power 

Eg.ffi Power supply 

3000kg 

1505mm 

85mm 

35s 

2.2kw 

220v/380v 



SF-L3000 
9=11lu J '~ ¥fHJl, 
Mid-rise scissor lift 

~IH'Pi5GBJ3 Details 

9~MR'f Dimension 

1935 

1400 

l 
• ±t!l~~~ , ~fij;~m:i1omm, 

• fJM~Wl~ii...tft-Er.tl3iiJ.Jl.lll~ , l'B~Er.tiMi1~iiJ.J 
NH.lll , ~~OJ®. 

• !'Jf~l¥Jii5iiJ.J:*fHl~~~EliliJ$11lff~, XEJtil{§f:~~ 
N~~m~~. 

• OJ3Z~s lfnOJ~:.t~m.:r~~~$11lfiE$~. 

• OJJ2\il¥J~iiJ.JllOJ~:.l$£t'E~iiJ.J*fi-tJl.. 

• .Pfi3Jl¥JEfl~fH1fl{§f:~ttfDf1"!12ttt~~. 

• l'B~Ua~~f'Ft:JCEfiJi/tl¥Ji2\i~c~il'.. 

• Surface mounting at minimum height of 110mm. 

• Mechanical safety lock engaged automatically, with electrical 
release when lowering. 

• All pivot joints made with self-lubrication bushing ensure 
long service life. 

• Optional mobile kit for easy moving. 

• Extendable platfrom suitable for more long chassis vehicles. 

• The middle steel bar connects two platform ensure 
stability and synchronization. 

• Lowering beeper as optional for CE standard. 

CD iEllffil{~P!i 
Cylinder protection cover 

(g) WBU~~ 
Rubber pad 

@ t!Uiit~ 
Mechanical Safety lock 

@ IJD51il@$Sft5 
Strengthen extended ramp 

® ~iiJ.Jill(PJ~) 
Mobile kit(optional) 

@ ~D~g§(PJi*) 
Lowering beeper( optional) 

~*•ll Technical Data 

*fl-mii: Lifting capacity 3000kg 

*fl-r.ii~ Lifting height 1000mm 

~fij;r.iJ~ Min. height 110mm 

...tft-Er.tfi3J Lifting time 20s 

l'B~Er.tfi3J Lowering time 20s 

~tJl.lhi:¥ Motor power 2.2kw 

~lli Power supply 21()/138(N lijpM.le 

• SF-K2800~-~~!1U~l¥J~-8-r$~Mlt~~H& 
~1¥.l*fl-i~§. 

• ~fij;~~llOmm, 

• fJl.f~¥.lll~ii...tft-Er.tl3iiJ.JWl~ , l'B~Er.tiMi1¥iiJ.J 
NH.lll , ~~OJ®. 

• ~nlE*fl-ffi~OJ~:.l$£¥E~fJ~~ , ~g~XEffL 
;~$3Z~,e. 

. ~iiJ.Jm~iiJ.Jn~~1¥.J~~~-8-0J~$£*~iiJJ* 
ftf}l,, 

• SF-K2800 is a ideal lifting equipment for tire changing and 
quick service. 

• Minimum height of 110mm. 
• Mechanical safety lock engaged automatically, with manual 

release when lowering. 

• Screw-up pads makes easy and quick service. 
• The mobile kits is perfectly combined with power ,unitthat 

makes the lift easily moved. 

~'Pi)GBJ3 Details 

9Hf~R'f D imension 

SF-12800 
~~It1 J,~¥7Hn 

Portable Scissor Lift 

CD $iiJ.J*m=t'l.1 
Portable lifting arm 

cg) t!Uiitili~B~H 
Mechanical safety lock 

@ ~iiJ.Jill 
Mobile kit 

@ iEll~H Hose connection 

® iti'iiJJ$~ 
Sliding wheel 

® tif-~'P~It~ 
Standard section pad 

CD 24V~$iJ~(PJ~) 
24V control box (optional) 

~*•ll Technical Data 

*fl-mii: Lifting capacity 2800kg 

**~~ Lifting height 1330mm 

~fij;~~ Min. height 110mm 

...tft-Er.tfi3J Lifting time 30s 

~~ Length 2550mm 

m~ Width 1000mm 

~lli Power supply 2IDIR4&11Jroi/415v 



SF-E3500 
WtBi\/J,~¥fHJL 
In-ground Scissor Lift 

ffll:Pi5t.Bf.l Details 

9HBR.'f Dimension 

0 
M 

<'>•~!J:..JC:::.'.:::::;J.......~~~d 

,,, ,,, ,,, 

i'\$~}\JJloJ .. '° 0 
a> 

,,, 
!e ~ 

• ait~ ' :P-l:!:l'~fBJ. 

• tJUiti\ll:tl~fl-BtE!Mll:tl~ , l'~~Bt~4.M~ 
ll:tl.~PJ~. 

• Dfil*~*fl-¥i'l'PJ~mmr!!!$~illlle~ • 

• JiJT~~ii§if.J:*:P-~Elil~$ill7I~ ' IDm{~~g 
~;eyllfj, 

• Witlfil*fl-¥i'l'~PJJ2]~. 

e l'~~~a~g§f!'~CEJ2]~. 

• In-ground mounting, saving space. 

• Mechanical safety lock engaged automatically, with 
pneumatic release when lowering. 

• Extendable platform suitable for more long chassis 
vehicles. 

• All pivot joints made with self-lubrication bushing 
ensure long service life. 

• Double extendable platform as option. 

• Lowering beeper as optional for CE standard. 

CD tflAii\\tJJ!H 
Mechanical safety lock 

fr)\ ~~tjlj 
\::2J Pneumatic release 

iWJ:*T.J~Elif%J$illiJ~ @ Joints with self-lubrication bushing 

litDiiJ<~ @ Imported valve 

@ 7tit!Tf:*(PJ~) 
Photocell switch (Optional) 

~**Ill Technical Data 

*fl-ml!: Lifting capacity 3500kg 

*fl-li\'JM Lifting height 1800mm 

i'l'ilii*JJ! Table length 1550-1750mm 

i:l'iliimm: Table width 555mm 

_tfl-atfBJ Lifting time <50s 

~tJl,I}J* Motor power 2.2kw 

~ff Power supply 220v/380v 

• ±!B~~~ , ~!£~)Ji110mm, 

• tJl.t~~iLtfl-BtE!Mll:tl~ , l'~~Bt®.i1~M~ 
lJjj ' ~~PJ~. 

• PJ3Zl*s l~nPJU.i9mr!!!$*$illlle$~. 

• JiJT~~i3M:*:P-W~~E!ifiJ$illiJi;, ~Jtll{;\f1;~~ 
~*~m;eyllf;, 

• l'~~~a~g§{'F~CEJ2]!!GH • 

• E!M~Sfli-!5:lff*t3t~i2]!!G. 

• Surtace mounting, Minimum height of 11 Omm. 

• Mechanical safety lock engaged automatically,with 
pneumatic release when lowering 

• Extendable platform suitable for more long chassis 
vehicles. 

• All pivot joints made with self-lubrication bushing 
ensure long service life. 

• Lowering beeper as optional for CE standard. 

• Automatically synchronization system as optional. 

Wl:Pi5t.Bf.l Deta ils 

9HBR.'f Dimension 

0 
M 
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SF-F3000 
~5w1J,~¥fHJL 

Low Profile Scissor Lift, Surface Mounting 

CD ~~)J!'llOmm Min height at 110mm 

® tJU~tJJ!H Mechanical safety lock 

@ PJN~~*fl-SJZi:l-
Extendable platform 

@ iEW{~P~ Cylinder guard 

® iWJ:*T.J~~ElifiJ$illiJi; 
Joints with self-lubrication bushing 

@ litDiiJ<~ 
Imported valve 

~**Ill Technical Data 

**ml!: Lifting capacity 3000kg 

**~!Ji Lifting height 1830mm 

:®:{!£~)Ji Min. height 110mm 

i'l'rni*JJ! Table length 1450- 1990mm 

i'l'iliimm: Table width 660mm 

_tfl-atfBJ Lifting time <50s 

~tJl,I}J* Motor power 2.2kw 

~ff Power supply 220v/380v 



SF-H4000 
4T .ytijit:*:~*fHJl, 
Two Level Alignment Scissor Lift, In-Ground Mounting 

ffll:Pi5t.Bf.l Details 

9HBR."1' Dimension 

4300 

• ~~i!!iGJ:$51frfIDi3C~iID. 

• PJiFo3~$~&f~Uift~l;J[1!J$~irZ~ffli!!iGii. 

• tJUii\\WlHJ::ft-ll1§l~~ ' l'~illl11Mi1~Wl ' 
liPJ~. 

• Jifi'f;[~i~*'Pt~§lil'£1$il!!II , ~f~4}filH~fle 
ffl;ij$, 

• In-ground mounting, or surface mounting with the optional 
entering ramp. 

• Adjustable turn plate position and sliding plate specially for 
4 wheel Alignment purpose. 

• Mechanical safety lock engaged automatically, with 

pneumatic release when lowering. 

• All pivot joints made with self-lubrication bushing ensure 
long service life. 

• Lowering beeper as optional for CE standard. 

CD =.IJ.:¥ft!J\$ 
Rolling Jack 

fr)\ t!Uii\\~ 
\.6J Mechanical safety lock 

fr)\ 1:$~ 
'2l Entering Ramp 

"'\ilt.l~W! @ Pneumatic release 

@ $~&(PJili;) 
Tum plate( optional) 

~**Ill Technical Data 

~Ht-mil: Lifting capacity 4000kg 

~Hl-r.\llli Lifting height 1850+420mm 

~i!i~lli Min. height 330mm 

iW!@:~lli Platform length 4300mm 

J:ft-Btf§J Lifting time 50s 

l'~Btf§J Lowering time 45s 

E:@,tfl,IJJ¥ Motor power 2.2kw 

Et=!. ff Power supply 120V1'00/,1!0pliase 

• f:!;~i%.tli~'P~~fi3.J , ¥ft-fJl.PJt:...lB:t~f:!;iit.J~Uf!.~ 
filmilH'rttf~. 

• ~~~'T$fl~~~fi3.J. 
• ~~Wl. 
• 24v~:tiJ-*m~cE~;J'Jit 

e *ffl85MM/i1li1Jr~M , 1~ii'l!t¥ft-!i1li~lt!JttlOOMM, 
• =TJU¥ft-ffi~PJ~'.J.B:t't..'ifo.lm1Jr , ~g~XE!r6W3m 

B. , Jg-8'T~~~fffJ~DSUV$m. 
• 24V/i1li1Jr~~im=f*li~mil:i~Pi8lffil, ~!H~fleffl;ijlflJ, 

• iBlffilfl!i~~P~mmi~PiBlffil , ®i~i~~~Jl1£!i~. 
• $flllEFd. 
e CEi..A.i..iE, 

• Mobile design is ideal choice for tight space, easily moving as a 
pallet. 

• One post structure gives more free access to vehicle door. 
• Manual lock release system. 
• 24V control system compliance with CE standard. 
• 85mm low base frame with min. height <11 Omm. 
• 3-stage Screw-up pads makes easy and quick service for low 

chassis vehicles as well as SUVs. 
• 24V top limited switch protects the cylinder in long service lift. 
• Chain guard protects the cylinder and makes lift in good 

appearance. 
• Door protection pads. 
• CE-certificate. 

Wl:Pi5t.Bf.l Details 

9HBR."1' Dimension 

~ ~ 

.. ~ 

:3l 

~ 
8 
"' :;;; 
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SF-M2500 
2.5r ~~$tt~EI*fl-mJ-3=-~mw1 
Mobile Single Post Lift, Manual Lock Release 

CD PJ~~~Sl-Telescopic & swivel arms 

fr)\ 80mm~)Jt~ 
\.6J 80mm strong base frame 

t0\ 24V~$U~ 
'2l 24V control box 

fA'\ ~ii;(Jffi 
\'.V mobile wheel kit 

='P@~¥ftM @ 3-stage screw-up pads 

@ $fli~P~ltfilpft 
Door protection pad & chain guard 

~**Ill Technical Data 

*fl-mil: Lifting capacity 2500kg 

**~lli Lifting height 1850mm 

i&ili~lli Min. height 125mm 

J:ft-Btf§J Lifting time 35s 

l'~~Btf§J Lowering time 30s 

Et=!.ffl.!}]¥ Motor power 2.2kw 

Et=!. ff Power supply 220v/380v 



SF-M2500ES 
2.5T ~Zi}J~;f.±~lli¥ft-;ffl,/EgiiJJ~t]jj 
Mobile Single Post Lift, Automatic Lock Release 

~IH"Pi)GBfl Details 

9~MR'f Dimension 

• ~~i%.tli~±t!rf'i~2i8J , *fl-tri.PJt:J~t't.'$at:l¥~ 
ff.~fl'.lifilH7!ftf~. 

• ~~~-T.$il~i$2i8J. 
e *ffl85MMi\1iiJJ!J!~M , j~:mf~*fl-i'iii!Ji~ifi!JlOOMM, 
• =T'i-*fl-~iJJt:J!@:tt.'if..l~JJI'. ' ~g~)Efl'.l;~ 

~,i;!:'\ ' iE'.Af~i$ff.Jf!f(""d.$. 

• 24Vi\1ii!Ji~~fll7f*li~f~Piffiffil , g*fm~®. 
• iffiffilf~f'~;J;JffJi~. 
• .g~m. 
• .$il~. 
• T'iiff.m. 
• CW3iE. 

• Mobile design is ideal choice for tight space, easily moving 
as a pallet. 

• One post structure gives more free access to vehicle door. 
• 85mm low base frame with min. Height <110mm. 
• 3-stage screw- up pads makes easy and quick service for 

low chassis vehicles as well as suvs. 
• 24V top limited switch protects the cylinder in long service lift. 
• Column chain guard. 
• Control box. 
• Door protection pads. 
• Parachute valve . 
• CE-certificate. 

CD iJJifo.1~~11 Telescopic & Swivel arms 

tr)\ 80mm~,rru-~ 
\£:J 80mm strong base frame 

10\ 24vfrumitlJ*~n 
\8J 24v low voltage control system 

fA'\ ~at:Jm 
~ Mobile wheel kit 

.=:T'iij!.DlE*ftffiW: @ 3-stage Screw-up Pads 

@ $ili~f'Hll.mf'H 
Door protection pad & chain guard 

~**Ii Technical Data 

*ftm:li: Lifting capacity 2500kg 

**~13! Lifting height 1850mm 

®:1~~13! Min. height 125mm 

L.ftB'.tfBJ Lifting time 35s 

""f~~B'.tfBJ Lowering time 30s 

E:gf!l,!JJ/¥ Motor power 2.2kw 

E:gff Power supply 220v/380v 

·~at:i~~. 
• p;1Yr"!Zti-iEiJ~~i:...tiJ1;JT'i~:.uMZr:;r;:1EJ$il!~e~.$m. 

• ~:s:zJ1p;iw~!!MJUiit1~~~u • 
• iJJifol~M&fllmll®UifH&;J;JIZ!l$t;J:Efl1%'ffl~~. 

• lfu'l§t3t&fE.$Wif~~~~f~f'f'Fffl • 
• =t);:*fl-Jj'-$.f'F;/;J~ii'~~. 

• l!!:D~~~OOT~~7*mMri1J'-$.iEiJ~~f'F. 

• Single point manual lock release. 
• Width between two platforms is adjustable to be fit for 

different vehicle . 
• Mechanical safety lock installed in each column. 
• Adjustable turnplate position and sliding plate specially for 4 

wheel Alignment purpose. 
• Front and rear stop plate well protect the vehicle during 

repairing. 
• Center rolling jack including as standard. 
• Imported three-way valve perfectly shift the operation 

between lift and rolling jack. 

~"Pi)GBfl Details 

9~MR'f Dimension 

4SF-4000B/ 4SF-5000B 
4T/5T[9~~/Ef:lz~ffl[9ff¥fHJL 

Electro-Hydraulic 4 Post Lift For Wheel Alignment 

~**Ii Technical Data 

ru,-15- Model 

!if~~/3! Min. heigh 

**~13! Lifting capacity 

$@:~13! Runway length 

!f:@:P'.im/3! Runway width 

~!f:@:ml!t Unilateral runway width 

!i::k~!f:ml!t Max. through width 

L.ftB1fBJ Lifting time 

EgfJl,!JJ/¥ Motor power 

Egff Power supply 

CD iJJifc.IT'i=tJ;:*fl-1J\.!j=: 
Length adjustable rolling jack 

10\ ~WlH 
\£:J Safety Lock Device 

fA'\ ~~itH&fflfilf:il 
~ Sliding plate for alignment 

® 24v1rumlt~*m(PJillil 24V low voltage control system( optional) 

@ $~&(iJJilli) 
Tum plate( optional) 

4SF-40008 4SF-50008 

215mm 215mm 

1750mm 1750mm 

4250mm 5000mm 

918- 1118mm 91 8-1118mm 

480mm 480mm 

2850mm 2850mm 

70s 70s 

2.2kw 2.2kw 

220r240f3&N'415V 220/240!381N/415V 



4SF-4000C 
4T f$$ru_[9tt*fHJl, 
Electro-Hydraulic 4 Post Parking Lift 

9HBR.'f Dimension 

5400 

t~ 
0 

"' ;:;; 

4000 

... 
I A 

0 
00 

~ 
J, 
N 

• ~~*m~$, fitff&$~~ti~$Mim~~t& 
{£~. 

• ~~i5~2fBJ . p;§i:l'$.MCi"ffl~$1:v:. 

• ~i;!Ji%.t . .®Jtie*il!~m. 
• -¥i;!J~~Wl. 

• 4¥i'fl:ttP:JW~~JU~i:*~~U. 
• ~t11.JD~1J\$:ffi&W3UiEfflfltHtfDlliL~ti~. 

• ~D~fRiffilEfl~~it!li*f.Pi~~U~ 
S'tmi~)~)ffi§,)6)JVJ<~i'5~. 

• Perfect equipment for parking, storage and garage service. 

• Spacing saving, one parking space for two cars. 

• Portable design, more convenient for household use. 

• Single point manual lock release. 

• Mechanical safety lock installed in each column. 

• Free jack tray specially for tire and break work. 

• Free drip trays protect the bottom vehicle from oil leaking 
and muddy water of upper vehicle. 

CD l*l~Jl!H Inner lock device 

fr)\ 1~$f~H& 
\.6J Stop plate 

t0\ fR)ffi& 
'2l Drip trays 

~i;IJ$~H @ Mobile kit 

::Jj;:*fl-tJ\$(i'iJ~) @ Rolling jack (optional) 

@ 24V~i5Ll~(PJ~) 
24V Control box(optional) 

~**Ill Technical Data 

~Htm:a Lifting capacity 4000kg 

**~l.l Lifting height 1880mm 

.~~/Jl Overall length 4430mm 

flttr.lil.l Height of post 2190mm 

$@~/Jl Runway width 955mm 

~~~/Jl Mount width 5400·2930mm 

I.71-B'tfBJ Lifting time 70s 

EgfJl.r}J* Motor power 2.2kw 

Eg[:t Power supply 12M40138&11415V 

• r.liati~~CEi.iE~. 

• 24"fflri~of!l'.$~~u. 

• 1~~i%.t. 

• ~i$1fi:~ • 

• 11!1-FJTU%.t , 'm'El~1L,'rJJllli. 

• Xl(l=\ffili%.t , ±'1!11!.JD 40% ~:U~-F~:!Jil:. 

• ~El3W*ffil$1J~. 

• Xl(rP.Jl=\ffiWiliUfflltff'. 

• High quality with CE certificate. 

• 24" large turntable for cars and vans. 

• Side swing mounting arm design. 

• Eccentric tension of mounting head. 

• Sett centered 4 clamping jaws function . 

• Dual-cylinder design increasing up to 40% more jaw 
clamping power. 

• Clamping jaws made of special steel. 

• Two-way cylinder control tire shovel. 

Wl:Pi)t.Bf.l Details 

CD 

I ;(.-· 

n n 
I, I I 1 

9HBR.'f Dimension 

@ 

RH-620 

CD 2500KgtEl~M"mt*;:l=\ffiI Big aluminum cylinde force 2500kgs 

fr)\ ~Eli51JllJ5JaiEll7./<~1'~~ 
\.6J Aluminum oil/water filer 

t0\ Hll~i\:~t&~Wi%.tn~fil?i*~ 
\2J Added side pedal for better operation 

~*tltl!l Technical Data 

9~-FffiOO Rim clamping outer 10"-22" 

P:J~rBOO Rim clamping Inner 12"-24" 

~::k$tHt~~2 Max. Tyre diameter 1100mm/43" 

~::k$t_ijg~J.l Max. Tyre width 380mm/13" 

J'tl=\~::kffi)J Working air pressure 3.5bar 

~'Fffl:t.l(lObarlr.tl Bead breake cylinder force 2500kg 
Eg)ffliEg[:t Power supply 220V/380V 

EgfJl.r}J* Motor power 1.1kw/0.75kw 

i~~m:• N.W. 190kg 

~~WiR'f Dimension 1070x840x900mm 



RH-850 
• ~~/i&~CEiiE=\=S. 

• 24 • m-r;q;$;¥om$~*~*~:&. 

• Foi~~i5i:i.t. 

• til~~E\~¥lll~~m , El~i!8mii5i:i.t , f*iiE~ 
:@:fiiJillll. 

• tEB!t!!it~ffiim1!ti5i:i.t , ::01~t1H.Pf*ff· 

• XllrP.JE\ffiI.~$1Jm3ff. 

• ITT~/-FITT~*!1m·f~P. 

• High quality with CE certificate. 

• 24" large turntable for cars and vans. 

• Tilting mounting arm design. 

• Pneumatic mounting head locking, automatic return 
design keep safe distance. 

• Drawer pedal assembly design for easy maintenance. 

• Two-way cylinder control tire shovel. 

• Plastic protectors for mounting head/jaws. 

~IE:Pi)G Bft.I Details 

CD ""WJwi~ . El~i!8!llli~+ 

* 
l'IRlra!:!iiJra!:biblfsiBJ~airmail&lm 

® 2500Kg¥8~t~JI!ti;::~ffil 

@ .. 
Big aluminum cylinder force 2500kgs 

CD @ @ ~8$U~iE!37.l<5:i'lill~ 
Aluminum oil/water filter 

I I 
,.-----.. 

@ ~J.ltl!!Ji:Jj~;IJl!*iif I I 
TlliiW5111&reillteoobreak~Mlkiijbrev.ittrudelay 

I I I I 

CV ' 
® l!!l.ID~l&!Wi~i.t . n!MIP~ 

Added side pedal for better operation 

@ r.J&N~JL(PJ~J 
Inverter motor( optinal) 

® @ @ (J) El~ill$~1l:J,~(PJ~) 
Reversal mounting head(optinal) 

9Hf~R."1" Dimension 

iX:itt•lll Technical Data 

9~-FffilE Rim Clamping Outer 10"-22" 

~*ffilE Rim Clamping Inner 12"-24" 

:®::*::$t~3E:i:~2 Max. Tyre Diameter 1100mm/43" 

:®::*::~!lf:lml.l Max. Tyre Width 390mm/15" 

:rt E\:®::*::ff JJ Working Air Pressure 3.Sbar 

mwi'F!f.IJJ(10barll1) Bead Breake Cylinder Force 2500kg 

Et3 imi Et3 ff Power Supply 220V/380V 

Et3tlLlJJ* Motor Power 1.1 kw/0.75kw 

i5i:~mii: N.W. 225kg 

fil~mR-t Dimension 1070x840x900mm 

e ~~/i&~CEiiE=\=S. 

• 24' l'f.ff)q;$;fDm$~:;1;::~~:& • 
• PJlm:P~1~~4~. 

• til*~E\~llll~*m , El~i!8mii5i:i.t, f*iiE~ 
:@:fiiJillll. 

• ~JlJJ~i5i:i.tmii1iiI1'FS&*· 

• jt~tJL~~;~~i5i:i.t , f*iiE7~llJ.J~mllm¥ 
~~~tt. 

• Ei~m~til~~l211~c. 

• High quality with CE certificate. 

• 24" large turntable for cars and vans. 

• Adjustable tilting arm. 

• Pneumatic mounting head locking, automatic return design 
keep safe distance. 

• Assistant arm design improve working efficiency 

• The complete mechanism of the carriage design ensures 
the stability of the assistant arm during lifting. 

• Automatic tension mounting head as optional. 

~IH:Pi)G Bft.1 Details 

CD 

® ~ @ 

9HBR."1" Dimension 

RH-850M 

@ 

® 

iX:itt•lll Technical Data 

9~-Fffi!E Rim clamping outer 

~*ffilE Rim clamping Inner 

:®::*::$t~~n~~2 Max. Tyre diameter 

:®::*::$t!lf:lml.l Max. Tyre width 

:rtE\:®::*::ffJJ Working air pressure 

JRllfi'F!f.IJJ(lObarlr.t) Bead breake cylinder force 

Et3 imi Et3 ff Power supply 

ElH!LlJJ* Motor power 

i5i:~m• N.W. 

fil~mR-t Dimension 

(?)\ !Nf~~lJJfl!MJlJJ~ 
\6J Upgraded the functional arm 

10\ 2500Kg¥8~t~~~ffil 
\:2/ Big aluminum cylinder force 2500kgs 

a\ :@:18$U~iE!37.l<B-Jill~ "1J Aluminum oil/water filter 

@ l!!l~~~i~t , 7JJ!;ftlPJ~H·~ Added side pedal for better operation 

10"-22" 

12'-24" 

1100mm/43" 

390mm/15" 

3.Sbar 

2500kg 

220V/380V 

1.1 kw/0.75kw 

305kg 
1000x760x950mm 
1370•400x370rnrn 

~:-==================================================================t==================================================================~ 



RH-880 

~IET5i)G Bft.I Details 

CD 

@ 

9Hf~R.""1" Dimension 

- ~-·~tt.fi*Wm•~HI~S~n~• 
~~~.~•e~~~.~~e•~~~"~ 
~9H9J~. 

• tleMi£it~•f'FW3'itt , fit,J~~~~ftl. 
• fi•·~~---~.§~fil-~tt . ~fil~ 

~jiiJllJJ!. 

· ~•~m~-~re~tt.~re~ttJfi~rem~ 
ffifjg)J , 

• Hllllitrt~lH&tiWfi£it, nff~1H.P~~. 

• -FmHii~~J•l&. 'i'lrnii'l'lifo.lrJJ fig . fjg6$i!m 
li·~~J ' ~~~f9J$t;~. 

• ffi~·~~•l&.nn~nn•l&.i!ffiiiA 
~If§l~. 

• Tilting mounting arm design.maximum expansion of the 
operating space above the table, without any resistance, to 
avoid accidental damage when clamping the rim. 

e Trapezoidal design of the manipulator leg, the most stable 
structure. 

• Pneumatic mounting head locking, automatic return design 
keep safe distance. 

• Base and box integrated design, strengthening structure, 
optimization of deformation resistance. 

• Drawer pedal assembly design for easy maintenance. 
e The opening and closing of mounting jaws control pedal, with 

fine-tuning function, can be more accurate control, avoid 
accidental damage to the rim. 

• Pneumatic control pedal, independent of other pedals, more 
ergonomic. 

fr1\ 2500Kgt§~M@::*::Ej,ffil 
\.SJ Big aluminum cylinder force 2500kgs 

fr)\ ~i8%~~iffi7./<:7J~~ 
\:2J Aluminum oil/water filter 

~fi~}~26" @ Maximum clamp size 26" 

@ !flllih~~mimt. nm~ 
Added side pedal for better operation 

~~-- Technical Data 

9~-Fffi~ Rim Clamping Outer 10"-26" 

pg*ffi~ Rim Clamping Inner 12"-28" 

~:*::$"t;Rf:l11i:~2 Max. Tyre Diameter 1100mm/43" 

!i:*::$f; Rf:lmjjt Max. Tyre Width 415mm/16" 

J'tEj,~:*::EUl Working Air Pressure 3.Sbar 

ffMlV'i'F!f.11J(10barll1) Bead Breake Cylinder Force 2500kg 

~imi~ff Power Supply 220V/380V 

~fJl,lJJ* Motor Power 1.1 kw/0.75kw 

i.§i:~~· N.W. 270kg 

§~ffNR.'f Dimension 1OOOx760x950mm 

• AUW:il:$$t:E:i:mo~e:~. 

• §~Pc~fD~ll:J}Jfjg, 

• D~/~~Sf~. 

• §!;f<!lrniiIBii~*t:~;Ji.l~il:mrt. 
• §i~Wfr}Jfjg, 

• §~/j£J}Jfjg, 

• l!GiiffUViH~iHll•¥WJ. 
• $$t;fliU.P'!i. 

• Manual measurement for wheel diameter and distance. 
• Automatic start and stop function. 
• Static/dynamic balancing. 
• Various combinations of aluminum alloy wheel measurement mode. 
• Self-diagnostic function. 
• Self-calibration function. 
• Equipped with taper sleeve and quick lock handle. 
• Wheel guard. 

0 
CD 

9HBR.""1" Dimension 

660-840mm 

@ 

~~-- Technical Data 

$-t;t@11H2 Wheel diameter 

!i:*::$f;~ Max. wheel weight 

~:*::$tRf:l11H2 Max. tyre diameter 

!l:*::$~Rf:lmjjt Max. tyre width 

ili!~ :IH~JE Spinning speed 

RH-708 

r:1'\ lliMJl.llt<tf!:f : ~f!tl~~~. 
\..!.J ~3§f!tle~$t~f:l 

Standard accessories 

fr1\ EJL~~PJiliii!!iG 
\.SJ Five-Hole adaptor option 

10"-24' 
65kg 

1 OOOmm/39.5' 
1.2-20" 
200rpm 

siz~m)jt Unbalance measrure accuracy ± 1 
~fJl,lJJ* Motor power 0.25kw 
sp:~~Wl Balancing time 10s 
§!l&ffNR.'f Dimension 1020x710x1050mm 

;~~ N.W. 118ko 
=6~ G.W. 12sko 



RH-E300 

Wl:Pi}t.Bfa.I Details 

111mmm~lifCJMWifii MULTI DISPLAY WINDOWS 

litt,~)~l&ii1.J ' j}(::f 
mm 
Magnetic driven system 
longtime worl<ing life 

1.~7f4f:Hil~ll§'.l$.fil!.~ 

2.~~~JJitfil!.~ 

3.~lf.IP:fllli§l:!JJfi§ 

4.360°~M!Jtf~~ 

5.~~t::~~lit& 

r 

{ 
360°H 

1.Sync the wheel data 
2.30 view the measure module 
3.Multi user setup 
4.360' Full Angle Position 
5.Metal press board 

Freely rotation 360 degree 
horizontal 

!3ii1.lwWiiR, !3ii1.J 
~ 
Full automatic lock.full 
automatic measure 

\.. 

91-ff~R.'t Dimension 

• ~mimilll.~. 
• lil~~~iit.J. 

• $fflP~i§l:!JJ~. 

• §ii1.JJ9!~:11R/!3ii1.JWl~. 

• SPL~fi§~,S\~fi'.I!JJ~. 

• HIDESjl~±~:S~~~~~. 

• LOE11H~*~~*J9!~:1l~*· 
• QFMl!:!lf~!AiUW1~*· 
• ASB~lil§~®.!%Uii1.J. 

• Bfttl S!Z~~~.1¥ , iPI!~$f:mH~l¥J~frlliJ:rn§ffi. 

~nit. 

• LED screen display. 
• Magnetic levitation drive. 
• Multi-user preset function. 
• Automatic measuring ruler /Automatic locking. 
• SPL intelligent balancing point positioning function. 
• HIDE balance fast hidden split function. 
• LOE Linear grating digital measurement technology. 
• QFM Quadruple frequency coding technique. 
• ASB Electromagnetic self-excitation braking. 
• 13 Balancing procedures covering all possible 

combinations of tire balance. 

HIDE~~IJJWlllJJ~ 

JJ:t~~fft~t\5$~~1¥.J~• , 1~m~zf8Jl¥J~msiz:~:tl!m 
~fi::t.J~:St!Tttffel: , lleiii!H±mi~FoiID , L-:J.ijijjJE~f3 
$1¥.J~jjj~;J(, 

Weights hidden splited( luxray/sport car): 
Automatic calculating the weights position splited vhich hidden on the 
back of spoke. Ensure wheels nice locking 

~.Mlti!!l!l 

*lf.!11!l1~b--'3t~;;t<: , 1~Ja.JIE 
~Jj{~~J¥!:¥11&Mlti s12~Bm~p;i 

~m.64~ms1mjj{. 

SPL ~~§~,¢.\~fll 

IJJ~g 

Magnetic moudle 
Quadruple frame measure coding 
technology to identily the round 
resolution divide to 512 volumes which's 
eight times of others 64 volumes 

SPL intelligent identify 
unblance position 

1>t**ll Technical Data 

~:*:$f:HiJ![~£ Max. wheel diameter 

~:*:$$f;![~£ Max. tyre diameter 

~:*:$$f::mii Max. tyre weight 

J9!~ :11U~~ Spinning speed 

siz:~~JJr Unbalance measrure accuracy 

~ffl,!JJ¥ Motor power 

30' 
1000mm 

100KG 

200rpm 

± 1 

0.25kw 

• sii1.JIM!1~M~MWifil • 
• lil~i~~iit.J • 

• $fflP~i§l:!JJfi§. 

• §ii1.JJ9!~:flR/§ii1.J~J:ll~. 

• SPL~fi§~,S\~fi'.I!JJ~. 

• HIDE~*:S~U~~~. 

• LOE][~*~~*J9!~:111~*· 

• QFMl!:!lflS~!AiU~~~*· 
• ASB~lil§~®.!$1Jii1.J. 

• 13ftPS!Z~~~.1¥ , iPI!~$f:HilS!Z~l¥J~fttlPJfi§;g 
~nit. 

• LCD touchscreen frame. 
• Magnetic levitation drive. 
• Multi-user preset function. 
• Automatic measuring ruler /Automatic locking. 
• SPL intelligent balancing point positioning function. 
• HIDE balance fast hidden split function. 
• LOE Linear grating digital measurement technology. 
• QFM Quadruple frequency coding technique. 
• ASB Electromagnetic self--€xcitation braking. 
• 13 Balancing procedures covering all possible combinations 

of tire balance. 

§iilJ~IMll!mWifii 

Affl,Eiii1.Jl¥Jii1.JITfil~f'Fr::~.M~~tll¥J~~dJ;!f1tf.JJti: 
m ' .R~,¢.imll.PPJt~f'F. ~~U:t:J)~~ifl~IAifiltl¥J 
IWD'f , ffii1iflf,5. 
LCD touchscreen frame 

______ ... Sync operation instruction, Visual display touchscreen,Speclized design for 
workshop operator, Anti-oil ,dusty Monitor free rotation 360 degree. 

litt,~)~l&ii1.J ' j}(::f 
mm 
Magnetic driven system 
longtime worl<ing life 

9r%R.'J Dimension 

r 

t 
360°ME$~ 

Freely rotation 360 degree 
horizontal 

Elii1.Jili!~i!R, El~ 
i!filE 
Full automatic lock,full 
automatic measure 

RH-E600 

~ 

HIDE~~tlJWlllJJ~ 

JJ:t~~fft~t\5$~~1¥.J~fl , 1~mi~zf8Jl¥J~cmsiz:~±~m 
*'Tii:!Jr::t.J#:Sf!Tttffel: , l\eiiiiH:Emi~FoiID , l-:J.~JE~f3 
*~~m~*· 
Weights hidden splited( luxray/sport car): 
Automatic calculating the weights position splited which hidden on 
theback of spoke. Ensure wheels nice locking 

SPL ~~~,¢.\~fll 
IJJ~§ 

SPL intelligent identify 
unblance position 

~Mlti!!l!l 

*ffll!!lf~b--~;;t<: , ~Ja.JIE 

~MBffll¥il&~Lleti 512~Bmoop;i 

~~Jl,64~'m81fil"'..!Ji, 

Magnetic moudle 
Quadruple frame measure coding 
technology to identily the round 
resolution divide to 512 volumes which's 
eight times of others 64 volumes 

1>t**ll Technical Data 

~:*:$f;iji)][~£ Max. wheel diameter 30' 

~:*:$$f;![~£ Max. tyre diameter 1000mm 

~:*:$$f::mii Max. tyre weight 100KG 

)9!~:11$~~ Spinning speed 200rpm 

siz:~~JJr Unbalance measrure accuracy :!:1 

~ffl,IJJ¥ Motor power 0.25kw 



I 
l-

.. 
..l_ / =; RH - 1008Af!jl~i.JD*1t!=PJ~ 
RH-1 DDBA side extensions optional 

~~ $Tl-Iii• :1t1J\jf(ll •*•.II ~iliiR'! 

Model Capacity MIN.HT MAX.HT Table Size 

- - - (mm) 

RH-1008 1500LB 185mm 825mm 1995*1190 

RH-1008A 1500LB 185mm 825mm 2000*710mm 

RH-1008A I I I 2000*254mm side extensions 

~~ ¥fl-•• Ifl:31Z~ 

Model Capacity 
Working 

Length( mm) 

RH-2211 1250LB 1929 

~~R'! ~-
Guide Bar Size G.W.(KG) 

(mm) 

180 

650*1190 19 

13 

169 
550*710mm 

13 

550*254mm 56 

~- :Sil 

G.W.(KG) N.W.(KG) 

31 .8 30 

=Eli &•R'! liA/40R~ 

N.W.(KG) Package Size Quantily/40FCL 
- -

230 207* 126 * 27 cm 

20 121.5*67*4.5cm 71 

15.5 62.5*26.5*23cm 

210 205.1 *84.6*27.3cm 
130 

15.5 62.5*26.5*23cm 

60 203*29*16cm I 

RH-2211 
PJ~tli/Extensions optioanl 

&•R'! 1Jlat20R~ 

Package Size QuantilyflOFCL 

111 *43.5*13.5cm 470 

RH - 1012Ailil~IJQ~f1j:OJJ2\i 1' 
RH-1008A side extensions optional 

~~ ¥fl-•• :lllj\i'llfi.11 

Model Capacity MIN.HT 

RH-1010NE 1000LB 200mm 

Rre-~1QNE s1 e e ens1ons I I 

RH- 1012A 1500LB 190mm 

•*•.II ~iliiR'! ~~R'! 

MAX.HT Table Size Guide Bar Size 
(mm) (mm) 

850mm 2225*605 525*605 

I 2225*300mm 295*50mm 

1085mm 2050*750mm 628*500mm 

~-
G.W.(KG) 

181.86 

81 

325 

13 

RH-1010 N Eiljl~)JQ~f1j:OJJ2\i 
RH-1010NE side extensions optional 

=Ell &•R'! 

N.W.(KG) Package Size 

151.66 229*67*29.6cm 

86 82.5*34*23cm 

365 231 *93*39.5cm 

14 60.5*26.6*29cm 

PJ~f WExtensions optioanl 

1Jlat40R~ 

Quantily/40FCL 

119 

I 

60 

!mi:-=================================================================+==================================================================~ 

I 



RH-5000S 

High strength chain can be durably used 

• ~~~ltif'F'!Lg, ~lMU5~, ~WJ~S>!)i5~3™, ff:H:fom 
051$...t, '"f$®Jf!!!. 

• ;iz:g_tJ!~If'FlLf1z, *~~©J'Hf'F, ruif'ra!Z, JJMll1i'fIE 
r~~ , ~t'~~l.li.l7)~~~WJ00Pru*lfm!lf1z. 

• WiL±!PJ')fl-If'F.lJZili'F360° If~. l1l~itUtllil.J, im±~~ 
f!l;1'1:11!~ , ~;5 , x1$1*~m- ff, nt nmm~nffMM'F. 

• ~ffl$1*~~~tt!CI , ~i1®H, 1~z , 5~ , ffffl~ 
<?i;~ , liiJll10Jf:EMllf~JfftQ~/Jl'. 

• l!JDJMG~~§f'll*~- ~~OJiM~H:filJ~~&IE, f~ , :tID!L 
~~n®rnt~~. 

• JWIDJUfil@~p;i;ru~~ , 1'1:J::IJ5B , ~iliitffl. 

• Rectangular tube high stenghth plate working platfonm wtth portable flexible 
legs makes all collision vehicles can be moved more conveniently. 

• More holes in platfonm more conveniently to fix the clamps. 
• Double tower can rotate 360 across the platefonm. the rolling of the unique 

roller makes the tower rotate more stably and flexibly to do all dimensional 
operation such as push, press and pull the vehicle body. 

• Universal stationary clamp jaw which was made by forge and heating 
treatment. It has long service life. The working height and angle can be 
adjusted. 

• The accessory clamps and tools can be used in all kinds of repair and 
alignment. The main a clamps are forged. 

• The hydraulic pump customized according to the domestic garage condtton 
which is strong and endurable. 

~[CJF.f.!§tii~!5<§> !!!<§ll! 
The combination of guide ring and chain is more reasonable 

£1'msizg , f~iiEi8tt360°If'F 
Circular ~a~oon can ensure the tower to WOik with 360 degrees 

~~#Ill Technical Data 

If'Ffr~!l Platform length 

If'F'Ei'~!l Platform width 

If'F'Ei'~!l Platform height 

tL±~~:kMttJ Tower pulling capacity 

z;fJ jJ 9,,)JJ.ff jJ Pneumatic pressure 

~ttif'F5'BIII Tower working range 

5iZ'Ei'D:*::7f~tt Platform lifting capacity 

iliJU!Jtli::UfFII:l:J Max hydraulic pressure 

5600mm 

I 2200mm 

580mm 

95KN 

0.8Mpa 

360° 

3500Kg 

69Ma 

,,_..,.._ ~ SjZ~ffa'UlSmm,J]f.!!!~ 

ft!l.$@1 

••NUNIL I N ... 

RH-300 
Min height of bench is 115mm,easy 
for driving on all kinds of cars 

~~Mif~I~&~iWt: ( ~)?~~fi'.~~;1£) 
Acessories and tools for body collision repair(as per configuration) 

i11ii.l!fPJ_t l'~mU'P~tt~ 
Adjustable heavy duty main clamps are easy to install and remove -------~ 

• *i~~Ri~fc5HX1$~flli~~f~~i.:.m.~~~'li!~, :;r:M~ITT 
If~, ~f~~ll1fill, iffifil_~~- f*ll~~~Q$~§!~. 

• ~f'F.lJZg, .ljL8*Fl'J;~g~~. ~' ~ 
• ¥IDHliw.g . ~lfi~lia..qf':l115mm,H:f~$...t, l'$-K:i'nfl!!. ru~ , 

~fl-~/Jl'1100mm,OJ3~mJLffffl . *W,,!:1Ell~~*~ . ~fmfl!! 
t:Rtm. 

• ~EIEll~t~, f!l;~~3, ~~~ ,If~ , r~i$~1Z, ~ 

iliitffl. 
• nfl!!t~, ~~...t.R ~If, liiJB1l!G~.=J~i\11M, 
73~3' @§§f'!l$~. 

• i$~dl~~f.if,;'li!IJil(PTP)t!!Wiit~'li!~:ilmt ' rufSJIDT.~ ' ~U/Jl' ' ~fm 
fl!!' ~~1ffl. 

• This bench is widely used in fast repair work for light body collision repair and 
maintenance and diagnosis for vehicles with high working efficiency,which could 
benefit the workshop, Insurance company and vehicle owners. 

• Vertical lifting bench.min height is 115mm,convenient for driving car on and off;Max 
height is 1700mm,can be used as a scissor lift,lifting frame is controlled by 
electronic hydraulic pump with convenient operation. 

• Fiexible moving tower,quick fixing and wide wording area durable pulling power. 
• Adjustable heavy duty main clamps are easy to be installed and removed.The height 

of crossbeam equipped with clamps can be adjustable by lifting up and down to fix 
the vehicle. 

• Retractile wheelbase coordinates measuring (PTP),the most advanced measuring 
system, no interrupted point, operated conveniently, laser carved scale, durable. 

~~--Technical Data 

If'F'Ei'~!l Frame length 

If'F'Ei'~!l Frame width 

If'F'Ei'~!l Frame height 

f3l±8~:k#tt.J Max. push power for pulling tower 

Wi~~ff Rated voltage 

±8ttI f'FffilII Working range of pulling tower 

D:*::lfttt Max. load bearing 

3320MM 

880MM 

115-1700MM 

60KN 

220/380V 

360° 

2500KG 
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